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	NATIONAL INSTITUTE OF RURAL DEVELOPMENT

(An Organisation of the Ministry of Rural Development,Govt.  of India)

Rajendranagar, Hyderabad 500 030.

…

INVITATION FOR BIDS

(For supply of audio visual equipment)

         Sealed quotations are invited from reputed manufacturers/dealers/suppliers with an annual turn over of Rs 50 lakhs and above for supply of audio visual equipment.  Proforma for quotation, detailed specifications, terms and conditions for supply of audio visual equipment may be seen below.

2.
It is requested to submit your sealed quotations in the prescribed format along with the prescribed earnest money deposit of Rs 60,000/- (Rupees sixty thousand only) which will not carry interest whatsoever and other documents duly superscribed “quotation for supply of audio visual equipment” on the cover should reach the office of the Asst. Registrar (T), NIRD on or before  19.5.2010 upto 3.00 p.m. and the technical bids will be opened on the same day at 3.30 p.m.










Sd/-

       ASST.REGISTRAR (T)







                NIRD, Hyderabad – 30.

Stores/2009/34

Dated: 27.4.2010


NATIONAL INSTITUTE OF RURAL DEVELOPMENT

(An Organisation of the Ministry of Rural Development, Govt. of India)

Rajendranagar, Hyderabad - 500 030

“To be sealed in envelope









       Marked Cover – A”

SUPPLY OF AUDIO VISUAL EQUIPMENT

QUOTATION

To

The Registrar & Director (Admn)

National Institute of Rural Development

Rajendranagar, Hyderabad  - 500 030

Sir,

Sub : 
Quotation for supply of audio visual equipment  - Reg.

…

PART - I : COMMERCIAL DETAILS

1. Name and address of the bidder:

2. Telephone Nos.:

3. Fax No.:

4. Month and year of establishment:

5. Please indicate whether your firm is a 
   :

Manufacturer/wholesale dealer or retailer

6. Names of three major customers preferably Government

or Semi Government to whom audio visual equipment

supplied in the preceding three years

(i)

(ii)

(iii)

7. Mention Municipal certificate/VAT Registration details:

8. Annual Turn Over during 
2006-07






2007-08






2008-09

9. Please attach copies of annual returns of 

Sales tax and income tax for the last three

years ie.,  2006-07,  2007-08 and 2008-09.

10. 
EMD details  :
DD No.
___________________

                            

For 

: Rs 60,000/-

                


Bank (Branch)
___________________

                       

Drawn on 
___________________

            


Date : 

___________________

Date:

SIGNATURE OF THE

BIDDER & STAMP

Encl : DD No_________________ drawn on______________

          For Rs 60,000/- dated_____________ is enclosed

NATIONAL INSTITUTE OF RURAL DEVELOPMENT 

(An Organisation of the Ministry of Rural Development, Govt. of India)

Rajendranagar, Hyderabad - 500 030

“To be sealed in envelope








       Marked cover – B “

PART – II:  FINANCIAL BID


Having examined the documents and requirement of audio visual equipment of NIRD as indicated in Annexure, I/We the undersigned, offer to supply them as quoted below:

Rate quoted as per the list attached at Annexure.

2. Further, we accept all the terms and conditions of the documents in bid form and this acceptance shall prevail over any other conditions, if any given in our bid.

3. We undertake to supply the audio visual equipment within the stipulated time as indicated in purchase order.  

4. Rates quoted are inclusive of all custom duties, excise duties, other taxes, packing, forwarding, transportation, insurance and other local costs incidental to delivery of the audio visual equipment at the Stores Section, NIRD, Rajendranagar, Hyderabad 500 030.

SIGNATURE OF THE 

BIDDER & SEAL

Date:

Place:
Note: 
Each page of the quotation as per Annexure should be signed by the bidder.

NATIONAL INSTITUTE OF RURAL DEVELOPMENT

(An Organisation of the Ministry of Rural Development, Govt. of India)

Rajendranagar, Hyderabad - 500 030

SUPPLY OF AUDIO VISUAL EQUIPMENT

TERMS AND CONDITIONS:


The following are the terms and conditions for the supply of audio visual equipment:

1. The sealed quotations for supply of audio visual equipment will be accepted up to 3.00 pm on 19.5.2010.  The sealed covers with Mark “A” i.e. Pre-Qualification Tender will be opened at 3.30 pm on the  same day in the presence of those bidders or their authorized representatives.   After thorough scrutiny of the details in the cover “A” by the Tender committee, the cover “B” i.e. Financial Bid in form B of those firms who are qualified will be opened in the presence of those bidders who may choose to attend after due intimation to those who are qualified and the Tenders will be  finalized thereafter.    The bidders should drop the sealed quotations in the tender box kept in Stores Section.
2. The bidder should enclose Demand Draft for Rs 60,000/- (Rupees sixty thousand only) in favour of “NIRD”, towards EMD drawn on any commercial bank at Hyderabad and the same should be attached to the quotation.  The EMD will not carry any interest whatsoever. 

3. Quotations received after due date will be rejected.  Similarly, bids not accompanied with the requisite EMD will be rejected.

4. The list of audio visual equipment items to be supplied is indicated in the Annexure enclosed for quoting the rates in financial bid.

5. The dealer should be provide needed training to the identified staff of the Institute.

6. Successful bidder will be required to pay security deposit @ 10% of the value of the audio visual equipment which will not carry any interest.

7. The bidder should enclose attested photostat copies of (i) the registration certificate of the firm/agency (ii) Income Tax return/assessment order; and (iii) Sales Tax return/assessment order for the last three years i.e. 2006-07,  2007-08  and 2008-09 along with the quotation.  The quotation is liable to be rejected in the absence of these documents.

8. NIRD reserves the right to forfeit the EMD of empanelled firm on account of (a) premature withdrawal from the tender (b) non-payment of security deposit. The decision of the Director General, NIRD shall be final in this regard.

9. NIRD reserves the right to forfeit the security deposit of the empanelled firm who does not supply the audio visual equipment as per approved specifications within the stipulated time etc., as per the purchase order.  The decision of the Director General, NIRD shall be final in this regard.

10. Penalty as may be decided by the Director General, NIRD is liable to be levied on the firm/agency who do not supply the hardware/software according to quality/specification and time limit specified in the Purchase Order.  The supply should be as per quality/specifications/time period and sample provided by the Institute.

11. The Institute shall place purchase order on L1 firm for supply of audio visual equipment.  The bidder should deliver them at the States Section, NIRD, Rajendranagar, Hyderabad – 500 030 in good condition and in accordance with the Purchase Order.  In case of any fault in the delivered goods the same will be returned back and the supplier should replace it. 

12. The quotation should be sent in a sealed envelope superscribing the “quotation for supply of audio visual equipment”.

13. Corrections, if any, must be attested. All amounts shall be indicated both in words as well as in figures. Where there is difference between the amount quoted in words and figures, amount quoted in words shall prevail.

14. Payment terms are full payment, after receipt and acceptance of the audio visual equipment by the authorized representative of the Institute and on submission of the bill along with the list of audio visual equipment supplied as per the purchase order.  No advance amount will be paid.  Statutory taxes as applicable at source will be deducted from the Bill.  All payments will be made by crossed cheque payable at Hyderabad.

15. The Institute has the right to entrust the supply of audio visual equipment to one or more manufacturers/distributors/wholesalers.

16. In the event of any question, dispute or difference arising under these conditions or any conditions contained in the Purchase order or in connection with this contract, the same shall be referred to the sole arbitration of the Director General or some other person appointed by him.   The award of the arbitrator shall be final and binding on the parties to this contract.

17. Director General, NIRD reserves the right to reject any or all the quotations received without assigning any reasons whatsoever.

REGISTRAR & 

DIRECTOR (ADMN)

Annexure-I

Statement indicating the specifications for audio visual equipment

	Sl.

No.
	Description
	Qty.
	Unit Rate (Rs)
	Total amount (Rs)

	1.
	Audio Conference system
	2
	
	

	2.
	LCD Projectors
	4
	
	

	3.
	Motorised screens
	2
	
	

	4.
	100” custom wall screens
	2
	
	

	5.
	500 Watts Audio Power Amplifier System
	1
	
	

	6.
	Digital Audio Recorder
	6
	
	

	7.
	Audio Visual Kit for PGDRDM
	 
	
	

	 
	a) 120 Watts plena amplifier
	1
	
	

	 
	b) Voice Pros, Portable PA system
	3
	
	

	 
	c) Feedback suppressor
	2
	
	

	 
	d) Tie Clip mike
	1
	
	

	8.
	DVD Player
	2
	
	

	9.
	Audio Cassettee player/ recorder
	4
	
	

	10.
	Lavalier Wireless System
	4
	
	

	11.
	Plena Amplifiers 120 watts
	4
	
	

	12.
	Audio Visual Equipment Control Racks
	2
	
	


(for detailed specifications kindly see page No. _____ to ________.)


SPECIFICATIONS  FOR AUDIO VISUAL EQUIPMENT 

1.  Audio Conference System

a. Central Conference Control Unit
b. Conference  Chairman Unit




c. Conference  Delegate  Units
d. Extension Cables
e. Plena Amplifier
f. Ceiling speakers / Pro Sound Cabinet speakers 
a. Central Conference Control Unit
Features:

·  Built-in MP3 recording and playback with graphical display

·  Digital Acoustic Feedback Suppression

·  Discussion control without operator 
·  Built-in monitor loudspeaker
Specifications: Electrical

Mains voltage 



90 to 270 VAC ± 10 %

Current consumption 


maximum 1.2  A (100 VAC) to 0.3 A (240 VAC)

DC supply to



24 V ± 1 V (current limited)

Contribution units

Loudspeaker volume control

(50 dB att.) + 10 steps of 1.9 dB Mute 

Limiter threshold level to

10 dB above nominal level loudspeaker/ 

 





Headphone  Unit

     Gain reduction due to number

÷ NOM ± 1 dB

     Of open microphones (NOM)

     Total harmonics


     Nominal input (85 dB SPL)


< 0.5

     Max. Input (110 dB SPL) 


< 0.5

b.  Conference  Chairman Units: 






Features:

· Priority button for chairman microphone

· All functions of the delegate units

· Temporary or permanent muting of delegate microphones

· Optional chime tone facility for preceding chairman announcements

Specifications:  Electrical

DC supply 




24 V ± 1 V (current limited)

Typical frequency control


25 Hz to 12.5 kHz tolerances 

Total harmonic distortion

 At nominal input level  


< 0.5 %  

(85 dB SPL)

At maximum input level  


< 3 %  

(110 dB SPL)

Mounting Options 



Table top (portable or fixed)
c. Conference Delegate Units: 






Features:

·  Microphone with flexible stem and light ring

·  Built-in loudspeaker

·  Two headphone sockets

·  Built-in volume control for headphones

Specifications:    Electrical

DC supply 




24 V ± 1 V (current limited)

Typical frequency control


25 Hz to 12.5 kHz tolerances 

Total harmonic distortion



At nominal input level


< 0.5 %

(85 dB SPL)

At maximum input level


< 3 %

(110 dB SPL)

Mounting Options 



Table top (portable or fixed)

d. Extension Cables 




Extension cables for  Conference system  interconnections with press and Lock system.

e. Plena Amplifier : 

120watts 

Specifications:    Electrical

Supply voltage 230/110 Vac, ± 10%, 50/60 Hz

Amplifier

Output power 

180 W maximum, 120 W rated

Frequency response 
60 Hz - 18 kHz (+1/-3 dB)

Distortion 


<1% @ rated output

Bass control


 -8/+8 dB @ 100 Hz

Treble control 

-8/+8 dB @ 10 kHz

Microphone input 

1

Sensitivity 


1 mV, >1 kohm

S/N 



>63 dB nominal, >75 dB muted

Microphone input 2/3

Sensitivity 


1 mV, >1 kohm

S/N 



>63 dB nominal, >75 dB muted

Speakers : 


100 V  and 8 ohm

Tape output  

Ceiling speaker 6 W

Pro Sound cabinet speaker 10 W
f. Ceiling speakers / Pro Sound Cabinet speakers 
Ceiling speakers 


6 W

Pro Sound cabinet speakers
10 W
2..  
LCD Projectors:

Features: 

· 2600 ANSI Lumens 

· Extended lamp life with ECO Mode..

· Dual computer inputs, including DVI-I, 

· Automatic keystone correction 
Specifications:
Display Technology 


0.63" LCD 

Native Resolution 



XGA 1024 x 768 

Maximum Resolution 


UXGA 1600 x 1200 

Light Output Lumens 


2600 normal / Eco = approx 80% of normal mode 

Contrast Ratio  



500:1 

Lamp Type 




210W AC/165W 

Eco Lamp Life 



3000 hours normal / 4000 hours eco Screen Size (diagonal) 




21-300 in, 0.53 - 7.6m 

Throw Ratio 




1.5 - 1.8 

Projection Distance 



2.3 - 24.5 ft, 0.7 -7 .35 m 

Projector Angle 



7.9 - 8.3 degres tele 

9.5 - 10.0 degrees wide 

Lens: Zoom 




1.0 to 1.2  

Lens: Focus 




Manual 

Lens: F-Number 



F= 1.7 - 2.07 

Lens: f-number 



f = 18.9 - 22.7mm 

Keystone Correction 


Automatic/Manual +/- 30 degrees

Signal Compatibility 

Scan Rate: Horizontal 


15 to 100 kHz 

Scan Rate: Vertical 



50 to 120 Hz 

Supported Video Standards 

NTSC, NTSC4.43, PAL, PAL-60, PAL-M, PAL-N, SECAM PC 

Signal Compatibility 


VGA, SVGA, XGA, SXGA, SXGA+, UXGA SD/HD 

Video Signal Compatibility 


1080i, 720p, 576p, 576i, 480p, Y/Cb/Cr component  

Input / Output Terminals 
RBG 1 (15 Pin) RBG (digital) DVI-I w/ HDCP Video 1 (RCA) Video 2 (S-Video) Audio L/R RCA (shared with video sources) Monitor out Audio Out - mini stereo (variable audio out) 

Audio 





7 watt speakers 

External Control 



RS232, IR, LAN, DDC/CI 

Electrical 

Power Requirements 


100 - 240V AC, 50/60Hz 

Input Current 



3.5A/1.6A 

Power Consumption 


295W/240W/3W  

3. 100” Motorized Screen 

Features 

Screen  Diagonal Image Size

100"

Screen Size




60 “Height x 80 " Width 

Screen Fabric



Matte White 

Aspect Ratio




4:3 

Screen Gain




1 

Viewing Angle



45 

Ceiling Mount ,  Wall Mount ( with Mounting Brackets)

 3.a 
100” Custom Wall Screen,  (Pulled Up and Pull Down)
Screen  Diagonal Image Size

100"

Screen Size




60 “Height x 80 " Width 

Screen Fabric



Matte White 

Aspect Ratio




4:3 

Screen Gain




1 

Viewing Angle



45 

Ceiling Mount ,  Wall Mount ( with Mounting Brackets)
4. 500 watts Audio Power Amplifier System 

a. Power Amplifier 500Watts

b. Echo Amplifier

c. Feedback Suppressor 
d. Speakers and speaker Stands

a. Power Amplifier 500Watts
Features:

High Power PA  Amplifier , 500watts  output and AC & DC operation.
Resettable circuit breaker for protection against overload, Temperature  and short circuit.
Mains and Battery backup ( Instant transfer to DC power ( Car Battery) if AC power fails.

Ideal for Box Speakers

Specifications:

Power Output  650W Max., 500W RMS at 10% THD  

Output Regulation   2 dB, no load to full load at 1kHz  

Frequency Response  40-16,000Hz ±3dB  

 Signal to Noise Ratio  80dB  

 Tone Controls  Bass: ±10dB at 100Hz, Treble: ±10dB at 12kHz  

 Speaker Outputs  4 ohms, 8 ohms, 70V & 100V  

 Power Supply  AC:  180-260V 50/60Hz DC: 36V (3×12V Car Battery)  or (DC 24v   2x12v Car Battery) 

 Power Consumption  AC: below 1000VA DC: 10A  

b. Echo Amplifier

· AC & 12 DC Car battery Operation

· 4 Mic & 1 Aux Inputs

· Provides ECHO, REVERB & CHORUS Effects

· Peak LED Indication

· For Distortion Free Operation

Ideal for Stage, Religious places, Recording 

c. Feedback Suppressor 
      Features 

· Suppresses feedback before it occurs

· Automatically adapts to the acoustical  situation  

· Up to 12dB additional gain before feedback  occurs  

· Balanced line or microphone input with  phantom supply  

· Second microphone input with automatic  mixer 

d. Speakers and stands specifications for 500 watts power amplifier  

Features:

· High quality full range dual cone loud speakers system 8” x 12” and long durability

· Ideal for PA applications ( out door)   100w and 50w output 

· Easily movable and light weight

· Audio range 40-18000Hz  

· Facility to use 8 ohms, 70v and 100v 

· Heavy duty Speaker stands

5. Digital Audio Recorder:

Specification:

Sound
· D/A converter: 24 bit, 96 kHz
· A/D converter: 24 bit, 96 kHz
· Audio compression: Dolby Digital
· Recording Media:  Audio CD, CD-R/RW ,DVD-R/-RW, DVD+R DL, HDD
· Recording enhancements: Auto Chapter Marking, Divide, Erase, Manual Chapter Marking, One Touch Record (OTR),

· Compression formats: MPEG2, MPEG1, MPEG4
Audio Playback
· Playback Media: Audio CD, CD-R/RW, DVD+R DL, DVD+R/+RW, DVD-R/-RW, MP3-CD, MP3-DVD, USB flash drive, WMA-CD
· Compression format: Dolby Digital, MP3, MPEG2 Multichannel, PCM, WMA
Storage Media
· Hard Disk Capacity: 250 GB and  above 
· HDD recording enhancements: Instant Replay, Pause Live Audio, FlexTime, Instant Jump, Time Shift Buffer
· HDD to DVD copying: High-speed (32x)
· HDD AUDIO recording capacity: 310 hr
Connectivity
· Front / Side connections: Audio L/R in, IEEE1394, 4-pin), USB 2.0
· Rear Connections: Analog audio Left/Right out, Digital coaxial out, 

Features:

· Instant Replay for reliving a live TV moment with one touch 

· HDD Media Jukebox lets you store movies, music and photos 

·  Easy file transfer between HDD, DVD and high speed USB 2.0 

·  High-speed archiving from Hard Disk to DVD

6. Audio Visual Kit for PGDRDM 

a. 120 watts plena Amplifier

-1

b. Voice Pros, Portable PA system – 3 ( Cordless Mikes Hand held – 2, Tie Clip – 1)

c. Feedback Suppressor 
-
  1

d. Electronic pointers  

-
  2 ( Wireless Remote for computers and Pointer)

e. Tie Clip (Lavalier ) Mike 
-
  1

( for above list specifications as per serial no. like for 120 watt plena-1.e, voice pro – 10, feedback suppressor – 4.c and for Lavalier mike – 9 ) 


7. DVD Player   5.1channel   

Specifications:

Playable :  CD-R, CD-RW, DVD+R, DVD+RW, DVD-Audio, DVD-R, DVD-RW, JPEG, MP3, MPEG-4, VCD, WMA, Video CD/SVCD , DVD, All DivX Versions, HDMI  ,1080i up-conversion , USB Host , DivX / XviD playback 

Quick Play,  Component Video out , Optical / Co-axial Digital Audio out  , 5.1 ch. Analog Audio out , Progressive Scan ,  x 100 High speed smooth scan ,x 2 Soft scan , Sound System Dolby Digital, DTS , Power Resume 

8. Audio Cassette Player/ Recorders

Audio   Cassette player  cum Recorder with Audio in /out  ( Left , Right with  RCA pins ) Line in facility.
Power  : AC /DC 
9. Lavalier Wireless System

Wireless Receiver:

Specifications:

· Automatic Transmitter Setup, Automatic Frequency Selection

· More  Selectable frequencies across  bandwidth, 
· 1/4 wave antennas

· Microprocessor- controlled diversity

· Channel display LED , XLR and 1/4" outputs

 Wireless  Transmitter:

· Automatic Transmitter Setup

· Multi-function LED Indicator (power, lockout, mute, low battery)

· 2 AA batteries provide Long hours of continuous use

Lavalier  Microphones:

· Ideal size for  Conference halls , Auditoriums. Theater, and  sound  reinforcement

· Full, clear sound comparable to larger microphones

· Smooth extended frequency response

· Controlled low-frequency  roll off  reduces low-frequency clothing and room noise

· Low distortion, wide dynamic range

· Low battery indicator

10. Voice Pros  ( Portable wireless PA System)

· Approx.  30 watts  and above Audio Out Put

· Wireless Hand held Mike 

· AC/DC Power 

· DC Battery Backup 

· Mic in  and Aux in/out . 
· Master Volume Control and  Tone Controls 

· DC power 12-24v input   
11. Audio Visual Equipment Control  Racks

 
Features:

· Conforms to AV Standard ..must
· Load rating of 300 Kgs and above 

· Steel Doors – plain or vented and with good safety locks..
· Top Cover /Back side with venting provision for sufficient exhaust fans

· Suitable and sufficient  electrical fittings with 15A and 5A sockets with MCB switch

